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s AERONAUTIC SYMBOLS. 

. ..’ 1. FUNDAMENTAL AND DERIVED UNITS 
: I I 

Metric -$L English 
:’ 

Symbol 
unit Ab;,“n”ia+ unit Abk;tntia- 

; 
Legch- -- --,-- ’ ’ ; meter- _ _ _ _ _ _ _ _ __ _ _ _ _ _ _ _ m foot (or milej ____ _____ ft (or mi) 

-------- second- _ _ _ _ _ __ __ __ __ __ _ second (b? hour)------- set (or hr) 
Force ________ F weight of 1 kilogram-,--- l& -. weight of 1 pound- ____ lb 

Power-----i- P homepoxer (metric) _ _ _ _ _ ---lrpC--G hqrsepower- __________ hp 
Speed- _ _____ V { 

Kilometers per hour-----.. 
meters per second-- __--- 

miles per &our ________ mph, 
ws feet per second ________ fps 

_ 

2. GENERAL i3YMBQLS. 
‘m&ghtemg . ‘. 
Standard acceleration of gravity=9.80665-m/sa 1 z 

Einematic viscosity 
Density (mass per unit volume) 

or 32.1740 ft&c2 Standard density of dry air, 0.12497-kg-mL4-s2 at 15’ C. 
&fass=.z : - and,760 mm; -or 0.002378 lb-fV4 sec2 

Specific. weight of %tandard” air, 1.2255 kg/ma or ’ 
Moment? of inertia=mkg. (Indicate &is of 0.07651 lblcu ft 

radius of~gyration k by proper subscript.). 
iCoefficient of viscosity 

.- 
. 3. .AERODYNAMIC Si!MBdLS ._ 

Area 
~Area of wing 
Gap 
~L3paa 
.Chord 

.’ 

AspeLt ratio, z ’ 

,Trrue air speed. 

Dynamic pressure, $v;l 
--. 

Lift, absolute coefficient CL=$ 
‘_ 

khg, absolute coefficient C& 
as- 

Angle of setting’of wings (relative to thrust line) 
An+&) of stabilizer setting (relative -to thrust 

1 -’ - 

Resultant moment 
Resultant angmar .velocity . 

Reynolds number, p: where I is a linear dimen- 

sion (e.g., for an airfoil of 1 .O ft chord, 100 mph; 

‘Profle drag, absolute coefficient cq,k4 

-~ standard pressure at 15O C, the corresponding 
Reynolds number is 935,400; or for ah airfoil 
of 1.0 m’ chord, 100 mps, the corresponding 
Reynolds number is 6,865,OOO) 

Angle of attack 
Angle of downwash 

qs 

Induced drag, absolute coeflicient C=,=g’ 
!IS 

.Parasite drag, absolute coefficient &,=$$ 

Cross-wind force, absolute coefficient C’~=~~ 

Angle of attack, i&rite aspect ratio 
Angle of attack, induced 
Angle of attack, absolute (measured from z& 

lift position) ’ _ 
Flight-path angle 
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REPORT No. 882 

FREQUENCY-RESPONSE METHOD FOR DETERMINATION OF DYNAMIC STABILITY 
CHARACTERISTICS OF AIRPLANES W ITH AUTOMATIC CONTROLS 

By HARRY GREENBERG 

SUMMARY 

A frequency-response method for determining the critical 
control-gearing and  hunt ing oscillations ?f airplanes with 
automatic pilots is presented. The method is graphical and  
has several advantages over the standard numerical procedure 
based on  Routh’s discriminam. The chief advantage of the 
method is that direct use can be  made qf the measured response 
characteristics of the automatic pilot. This feature is especially 
useful in determining the existtnce, amplitude, and  f requency 
of the hunt ing oscillations that ‘may be  present wherl the auto- 
matic pilot has  nonl inear dynamic characteristics. 

Several examples are worked out to illustrate the application 
of the f requency-response method in determining the eject of 
automatic-pilot lag or lead on  critical control gear ing and  in 
determining the ampli tude and  f requency oj hunting. It <is 
shown that the method may be  appl ied to th.e case of a  control 
genretl  to nirpIo.ne motions abou.t  two aJes. 

INTRODUCTION 

The increased USC of automatic control on aircraft (rspr- 
cially 011 pilotless aircraft) has focused attention on the 
proper design of the aircraft and associated control systems 
with a view toward obtaining satisfactory dynamic stability. 
The control system (autopilot) consists of the gyro, phasc- 
shifting device, and servomotor. Factors in the control 
system that determine stability characteristics arc control 
gearing, lag in the servomotor, and lead in the phasr- 
shifting device. The stability characteristics of the air- 
plane depend 011 airplane configuration and mass distribution. 

The purpose of the present report is to give a method for 
analyzing the dynamic stability of an airplane with auto- 
matic control which makes direct use of the observed dynamic 
characteristics of the automatic pilot (herein called auto- 
pilot). The method separates the characteristics of the 
autopilot from those of the airplane. It, therefore, easily 
reveals the effects of modifications to the autopilot such as 
adding lead. The procedure is largely graphical. The 
method is similar in certain respects to that of Nyquist 
(reference l), which was devised for electronic c.ircuits but 
which has also been applied by some workers to the design 
of servomotors. 

The frequency-response method was previously applied by 
826251-49 

Jones (reference 2) to calculate the hunting produced in 
airplanes with “flicker,” that is, on-off control. If the servo- 
motor (herein called servo) has a linear lag characteristic 
(lag independent of amplitude), then there will usually be an 
upper limit to the control gearing above which the airplane 
will be unstable. The frequency-response method deter- 
mines this critical control gearing and the corresponding 
frequency for any type of lag or lead in the autopilot. It 
also indicates the changes to be made in the servo which will 
improve the stability of the airplane. 

The utility of the frequency-response method is most ap- 
parent in the case of an actual servo with nonlinear lag 
characteristics. This method allows the use of measured 
characteristics of the servo that might bc inconvenient to 
represent by a mathematical formula. 

TERMINOLOGY AND SYMBOLS 

The word “lead” is used in this report in two ways. It is 
the phase angle of control-surface tlrflrction 6 ahead of air- 
plane deflection, say angle of pitch 19, and it is also used to 
indicate a device that causes an increase in the phase angle 
of lead of 6 ahead of 0. These phase-shifting devices are 
herein called first-derivative lead and second-derivative lead. 

The expression “linear autopilot” is used to indicate a servo 
that is acted upon by a force proportional to the input signal 
(airplane deflection) and resisted by a force proportional to 
the displacement n.1~1 velocity of the output (control-surface 
motion). 

The function of the automatic pilot is to apply a corrective 
control deflection in response to any deflection of the air- 
plane. The “control gearing” is the ratio of the applied con- 
trol deflection to the airplane deflection for very slow 
deflections (static condition). There may exist a  “critical 
control gearing,” which in nearly all practical cases is an 
upper limit beyond which dynamic instability occurs. 

The following symbols are used: 
a ratio of control deflection due to second derivative of 

airplane displacement to that due to airplane 
displacement 

r ratio of control deflection due to first derivative of 
airplane displacement to that due to airplane 
clisplacement 

1 
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amplitude of airplane oscillation produced by unit 
amplitude oscillation of control surface 

amplitude of control-surface oscillation required to 
maintain unit amplitude of airplane oscillations (1 /R) 

amplitude of control-surface oscillation produced by 
autopilot in response to airplane oscillation, divided 
by amplitude of airplane oscillation 

6, for unit control gearing 
critical value of control gearing 
spring stiffness factor of servo and control surface 
factor relating airplane deflection and force on servo 
control gearing, ratio of 6 to 0 in st,atic condition 

@z/kJ 
viscous damping fact.or of servo and control surfa.ce 
viscous lag factor which depends on c and kl (c/k]) 
mass of movable part of servo a,ncl control surface 
time, seconds 
period of oscillation, seconds 
angle of control-surface deflection in direction t,0 

reduce angle of pitch of airplane 
phase angle of lead of 6 ahead of 0 when oscillating 

airplane forces control surface t.0 oscillat,e 
phase angle of lead of 6 aheacl of e when oscillating 

control surface forces airphnie to oscillate 
angle of pitch of airplane 
signal fed into servo 
angle of bank of airplane 
angle of yaw of airplane 
gyro displacement produced by airplane deflection 
angular frequency, radians per second (27r XFrequency) 
angular frequency of servo and airplane when k=k,,, 

radians per second 
natural angular frequency of servo, radians per second 
angle of tilt of gyro axis from X-axis of airplane 
differential operator (d/e%) 

Subscript: 
max maximum 

BASIC PRINCIPLES OF FREQUENCY-RESPONSE METHOD 

The response of the airplane to a sinusoidal control motion 
may be measured in flight or may be computed from the 
equations of motion of the airplane. (See appendix A.) 
The airplane response is sinusoidal and of the same frequency 
as the control motion and has an amplitude and phase that 
depends on this frequency. If the control motion is given by 

6=sin wt 

then the response in pitch, for example, may be expressed as 

e=R sin (wt- E,) 

where R and e, both depend on w, and R is the ratio of the 
amplitude of e to the amplitude of 6 when the control surface 
is forcing the airplane to oscillate. Changing the amplitude 
of 6 produces a proportionate change in the amplitude of e 
but does not affect the phase angle E,. The reciprocal of R 

gives the amplitude of 6 required to sustain unit amplitude 
oscillation in e and is denoted by 6,; that is, if 

6=6, sin wt 

then the response will be 
O=sin (wt- E,) 

A plot of 6, and E, against w is then made and is referred to 
as the frequency response of the airplane. 

The frequency response of the autopilot is obt,ained by 
measuring or computing the response of the control surface 
to a steady oscillation of the airplane. The response may 
be calculated if the dynamic constants of the autopilot are 
known, but it is usually easier to measure the response by 
osc,illating the autopilot in the laboratory. These calcula- 
tions or measurements give the response to 

O=sin wt 

and this response is expressed by 

6=6,, sin (wt+ ep) 

wlwc 6,I is the amplitude of 6 for unit control gearing and 
ep is the phase angle of lead of 6 ahead of e when the airplane 
is forcing the control surface to oscillate. 

If at some value of the angular frequency w the condition 
Ep=E, 

exists, then the airplane connected to the autopilot will 
oscillate continuously at this frequency at constant ampli- 
tude, provided the control gearing is made equal to 6,/6p1 at. 
t,his value of ‘c’; that is, the critical control gearing is given by 

at w where E,=Q,. This condition of neutral stability is 
shown schematically in figure 1. An example of a solution 
for k,, is shown in figure 2. In this case w,,=6.2 and 

k,,=$ at this value of w; therefore k,,=“&=0.:16. 
Pl 

FIOURE I.-Response of airplena to sinusoidal control motion and response 01 control to 

sinusoidal sirpleoe motion. Ii +=G, mdk=k,,=% the autopilot n-ill sustain the 
%  

oscillations. 
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-/40 
0. 4 8 I2 16 20 24 28 32 36 40 

w, rodiamjsec 

FIGURE 2.-lllustr~tian offrcquoncy-response method of determining critical control gearing. 
~..=13.2; k,.=0.3& (l>otted line indicates whore +=a..) 

In almost all cases control gearings greater than k,, result 
in instability and control gearings less than k,, provide 
stability. Thus, k,, is usually an upper limit to the permis- 
sible control gearing. More generally, the stable side of 
the boundary is determined by the relative slopes of the et 

and Q, curves at their intersection. de 
If .-L is greater than dw 

de 2, the system is stable below k,, and vice versa. 
dw A proof 

of this rule is given in appendix B. 
In the preparation of figure 2 and the examples that follow 

(figs. 3 to 8) a particular airplane configuration was assumed 
for the computation of 6, and cl. (See appendix A for 
methods.) This hypothetical pilotless airplane has four 
fins 90” apart, a horizontal pair for pull-ups and a vertical 
pair for turns. The fins constitute the only lifting surfaces 
of the airplane and are equipped with ailerons connected to 
a roll gyro and servo that maintain the airplane in a position 
in which one pair of fins is always horizontal. The pitch 
and yaw control surfaces are trailing-edge flaps on the fins 
and are connected in pairs, one pair on the horizontal fins 
connected to a pitch gyro and servo and the other pair on 
the vertical fins connected to a yaw gyro and servo. It is 
assumed that the pitch and yaw motions do not interact 
with each other or with any accidental rolling motion that 

82626149-2 

0 4 8 /2 16 20 24 28 32 36 40 
w, radians/set 

FIGURE 8.-Etfect of lag in the SUTO on the frequency reswmse of a critically damped linear 

servo. Natural rrequency of servo U”=+ 

may exist. Figures 2 to 6 show the elevator-pitch stability. 
Rudder-yaw stability may be expected to be very nearly 
the same as elevator-pitch stability because of the configura- 
tion of the fins. 

LINEAR AUTOPILOT 

The motion of a control surface actuated by a simple linear 
autopilot is similar to that of a mass-spring-dashpot and may 
be represented by the equation 

mD28+cD6+k16=kz8 (1) 

where each of the factors m, c, and k, is the sum of two parts, 
one part due to the servo and one part due to the control 
surface. For example, k, is the sum of the spring constant 
of the servo and the aerodynamic hinge-moment constant 
of the control surface. The term k,o represents a force 
proportional to the deviation in angle of pitch 0 applied 
without lag. 

Actually, the effect of control-cable flexibilit,y is to intro. 
duce an additional degree of freedom into the system. This 
effect is probably small and may be taken into account 
either analytically or by flight measurements as mentioned 
in the section “Nonlinear Autopilot.” 
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8 

I 
-80 I 

i I II”““” 1 

w, r-OdiunS/Sec 

FIGURE I.-Effect of first-derivativelead 
( 2). 

r=-c 1x1 the autopilot on the frequency response 

ol a critically damIxd linear sewo. 

Equation (1) may be expressed as 

(2) 

where k,/k, is the control gearing k. The natural frequency 
of the servo is given by 

k 2-J 
n m 

and the damping clepends on the quantity I=;. With these 
1 

substitutions, equation (2) becomes 

6 l+lD+$)=ke 
( 

The term ID represents viscous damping and the term 
D2/wn2 represents inertia reaction. 

When the autopilot is oscillated in pitch, the control 
response 6 lags behind 0. The lag usually decreases as the 
lag factor 1 decreases and as the natural frequency W, 

k cc- 
/.6 

Fi-l- 

3.2 

2.8 

\ 
.4 kb t i i i r i i i i IA 
0 .04 .08 ./2 ./6 .20 .24 

Laq focfor, 2 

FICUKE 5.-Effect of lag and lead on the critical control gearing with B critically damped 

linear servo. Airplane characteristics of figure 2. 6- 

increases. It is convenient to choose w, equal to 2/l, a value 
that gives critical damping. With this choice, the phase 
angle eP and the relative amplitude for unit control gearing 
$ of the response are presented in figure 3 for four values 
of 1. Values of 6, and E, for the assumed airplane are also 
given so that k,, can be obtained for each value of 1. 

If first-derivative lead is added to the system, the equation 
of motion relating 6 and 0 becomes 

6 l+ZD+g2)=k(l+rD)e 
( 

Figure 4 shows 6 Pl and cp for the same values of I and w, as 

figure 3, but with r=i- Comparison shows that the first- 

derivative lead produces an angle of lead that approaches 
90’ at high values of the angular frequency w. This amount 
of lead is enough to override the lag for moderate values of I 
at low frequencies but not at high frequencies. 

Values of k,, obt,ained from figures 3 and 4 are shown in 
figure 5 plotted against the viscous lag factor 1. Considerable 
increase in the stable range of contro1 gearing is evident for 
small values of E with the first-derivative lead. Note how 
this improvement in stability diminishes at large values of 1. 

If both first-derivative lead and second-derivative lead 
are added, the response of the control is given by the equation 
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80 

60 

g -20 
3 

s -40 

a 

* -60 

-80 

- 16’0 4 8 I2 16 20 24 28 32 36 40 
0, radions/sec 

FIGURF. R.-Effect of first-derivative lend and second-derivative lead on the la: of the servo 

as a function of frequency. l+rD+aD’ 6=- 1+0.1D+0.0025D~“~ 

It can be shown that if 

and 
awn*> i (3) 

lead will exist at all frequencies. In this situation the air- 
plane cannot oscillate regardless of the value of k or, stated 
differently, the critical control gearing is infinite. Figure 6 
shows the resultant lag or lead for a critically damped servo 
for which w,=20 radians per second and for various values 
of T and a. The top curve is for values of T and a that satisfy 
expression (3) and, therefore, result in lead over the entire 
frequency range. 

NONLINEAR AUTOPILOT 

Even if the servo is constructed to give a response pro- 
portional to a steady disturbance, its response to an oscillating 
disturbance is not proportional in practice to the amplitude 
of thedisturbance because of the nonlinear dynamic character- 
istics of the servo. The lag is then a function of both am- 
plitude and frequency. By finding experimentally the 
frequencyresponse of the autopilot for a number of amplitudes 
and for a given control gearing, it is possible to determine the 
amplitude and frequency at which the airplane will oscillate 
when coupled to the autopilot at that particular value of 
control gearing. The condition for steady oscillations 
(hunting) is that 6,=6, and cP= e, at some frequency. The 
frequency and amplitude of the steady oscillations of t,he 
airplane are the values of w and emaz at which 6,=6, and 
BP= E,. 

FIGIJBE 7.- Effect 01 amplitude on the frequency response of B SWVCJ, as measured on an 
oscillating table. 

The stability of these constant-amplitude oscillations has a 
slightly different significance from that of linear systems. 
In linear systems the oscillations are, in general, either 
damped or undamped regardless of the amplitude. In the 
case of the hunting that may exist with a nonlinear servo 
the oscillations are said to be stable if, after a disturbance 
from their steady value, they tend to return to that steady 
value. The criterion for the stability of the steady oscilla- 
tions follows from that for the linear autopilot and is 

The solution obtained is not exact because the autopilot 
response to sinusoidal airplane motion is not a pure sine wave 
but is distorted; however, the existence and approximate 
amplitude and frequency of hunting oscillations of the funda- 
mental can be determined by the frequency-response method. 
The values of 6, and eP used when the response is not sinusoi- 
dal are the values of the equivalent sinusoidal reponse which 

I -~ - - - --- - 
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0 / 2 3 4 5 6 
t7 maz, de9 

FICUKE S.-Plot of &./b and weI against B mar obtained from figure 7, showing the amplitude 
and frequency of the hunting. 

supplies the same energy per cycle and the same impulse 
per half cycle as the observed response. This condition leads 
to the following expressions for ep and 6,: 

6 =Jrn 
P e mm 

eg= tan-l g 

where 

A=; S oT’26 dt 

B=i T6de S r 0 

The value of 6 in these integrals is the measured control- 
surface deflection in response to an oscillating motion of the 
airplane represented by f?=entaz sin wt. It turns out that B 

is exactly equal to the cosine coefficient of the fundamental 
frequency component of the Fourier series approximation 
to 6; however, A is not in general exactly equal to the first 
sine coeflkient of the Fourier series. Ordinarily the oscilla- 
tion in pitch is performed in the laboratory by mounting the 
autopilot on a table that can be made to oscillate. 

A more exact method of determining the autopilot charac- 
teristics, which includes the effects of control-system flex- 
ibility and hinge moment, is to measure the response of the 
control surface and airplane in flight to a sinusoidal input 
signal to the servo. In order to obtain the frequency response 
of the control system to sinusoidal input signal, it is necessary 
to divide the vector output 6 by the vector sum of input 
signal due to 0 and input signal applied directly. Thus, the 
dynamic characteristics of the airplane and control system 
can be obtained at the same time. If the aircraft is not 
available for flight tests, one can “synthesize” the complete 
servo-control-system response from ground measurements of 
the servo and estimates of control-system flexibility, inertia, 
and aerodynamic hinge moments. 

A typical application of the method for determining ampli- 
tude and frequency of hunting of an aircraft and autopilot 
with stops in the control system is shown in figures 7 and 8. 
The airplane used in this example is slightly different from 
that considered previously and, therefore, the 6, and Ed curves 
are slightly different from those in figures 2 to 6. Figure 7 
contains the phase and amplitude of the experimental 
response of the autopilot plotted against frequency for a 
series of amplitudes of the input and also the corresponding 
calculated curves for the aircraft. For each amplitude the 
values of 6, and 6, are obtained at the frequency where 
E==E~. The ratio 6,/6, and the value of wCr (where E~=G) are 
plotted against amplitude of pitch 0,,, in figure 8. The ampli- 

tude and frequency of hunting occur where 2= 1. In this 

example the amplitude of the hunting is abokt 2.5” and the 
frequency is 18.7 radians per second. 

Nonlinearity in the autopilot usually causes an increase of 
lag with amplitude. This increase may result in a reversal of 
the favorable effect of first-derivative lead as the lead factor 
T is indefinitely increased and suggests an optimum value for 
T, a conclusion that is supported by flight experience. This 
result may be traced to the counteracting effects of lead and 
amplitude introduced by the first-derivative lead. The first- 
derivative lead shifts the phase of the signal fed into the servo 
so that the signal leads 0 by an amount tan-l rw and increases 
the amplitude of the signal by the factor ~l+r2w2. The 
change of lead with T may be stated symbolically as follows: 
If the dependence of Q, on 0 and w without first-derivative 
lead is expressed by 

Ep=f(e, 4 

then the addition of first-derivative lead changes the lead to 

e,=f(8, w) + tan-‘rw (4) 
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where 
e=eJ1 +r*w2 

Differentiating equation (4) with respect to T gives 

de, fh2r 
=a- -41 +r++ J. +;w 

If 7’ 1s very small, the first term on the ‘right-hand side of 
de, . equation (5) is negligible, so that g IS positfive. The nddi- 

tion, therefore, of a small amount of first-clerivativc lead 
results in a change in eP in the direction of more lead. A 

db similar analysis of the effect of T on 6, shows that z =0 

when ~=0. For small values of T, therefore, the efiect of 
adding first-clerivative lead is the same as for the linear servo: 
an improvement in dynamic stability and a reduction in the 
amplitude of hunting is to be expected. For large values of r, 
however, the lag due to increase in amplitude (first term) 
tends to counteract the direct lead (second term) and may 
cause more violent hunting. Some optimum value of T may 
t.herc‘forc exist. A direct tlctc~rmiuation of its value may bo 
matlc from the autopilot for various valut5 of I’, 0, nntl W. 

APPLICATION OF METHOD TO CONTROLS GEARED 
TO MOTION ABOUT TWO AXES 

Sometimes the aileron or rudder is gearecl to both the angle 
of hank and tlic angle of yaw. Usually t,liis gearing is ac- 
complishctl by tilting the gyro in such a way that the rotation 
of the gyro is afl’ected by bank and yaw a,ccording to lhe 
folT11Llln. 

%p=+ cos T+$ siu T 

In order to apply the frequency-response method in this case 
it is necessary only to calculate the response in bank and 
yaw of the airplane to a sinusoidal control motion and to 
combine them according to the preceding formula to obtain 9. 
This formula yields the 6, and Ed curves. The other pair 
of curves required-the 6, and Q, curves-are obtained in 
exactly the same way as before, namely, by oscillating the 
gyro about its sensitive axis. The critical control gearing so 
determined will be the critical ratio between 6 and 9. 

CONCLUDING REMARKS 

The frequency-response methocl of analysis is a useful 
graphical means of determining oscillation characteristics of 
an airplane equipped with an automatic pilot. If the servo 
is linear (ideal case), the critical control gearing beyond 
which increasing oscillations take place can be readily de- 
termined. If the servo has nonlinear characteristics (prac- 
tical case), the csistcnce, amplitude, and frequency of steady 
hunting oscillations can be dctcrminecl approximately from 
the mcasurcd frequency response of the servo and the com- 
puted frequency response of the airplane. 

In general, the use of first-derivative lead (a phase-shifting 
tlrvicc) has a favorable efl’ect on the dynamic stabi1ii.y. 
Large amounts of first-dcrivativc lead or phase shift may be 
dest,abilizing due t,o tdle increase in the signn.1 amplitude pro- 
duced by this phase-shifting device. 

LANGLEY MEMORIAI, AERONAUTICAL Tll\~~~t\~~~~-, 
NATIONAL ADVISORY COMMITTEE FOR AEIZONAUTICS, 

LANGLLP FIELD, VA., December 9, 1946. 



APPENDIX A 

CALCULATION OF RESPONSE OF AN AIRPLANE TO SINUSOIDAL CONTROL MOTION 

The response of the airplane in pitch to sinusoidal elevator 
motion will be used as an example. The basic equations are 
derived in reference 3 but with somewhat different notation 
and without the effects of control deflection, rate of change 
of angle of attack, and power. The equations of motion, 
for a given control deflection, arc 

where 
;I’ =c --lLd-T 11 D pVSdV 

x,= -; (C&&J 

and 

r0 trim angle of climb, deg 
T thrust, lb 
I, pitching moment of inertia, slug-ft2 

8 

m mass of airplane, slugs 

k 
wing chord, ft 
wing arca, sq ft 

u= Av/v 
V velocity, ft/sec 
A’lr change in velocity, ft/scc 
CL lift coefficient 

En 
angle of attack, radians 
pitching-moment cocfficirnt 

Cl, drag coefficient 
P air density, slugs/cu ft 

Solving cquat.ions (Al) for i by the mcthotl of detcrmi- 

nnn ts gives 

Expanding thcsc dctcrminants by the usual met,hocls gives 

an cspression for i consisting of the ratio of two polyno- 

mials in D, which ma.y br written as 

e n,D’+b,D+c, 
s=a2D-l$b?lj9+c2D2+clzDSen 

The phase ant1 amplitutlc of t,hr r~sponso of 0 to t,hc motion 
6=sin wt is obtained by substit.uting iw for D in the above 

cspression for e 6. This subst it.ut ion gives a complex number, 

my, A+,iB. The nnglc of lead of 0 n.hcnd of 6 is (oI1-l: 

ant1 the nmplit utlc of 0 is ,‘L.15+H’; thnl is 

E,= - tan-’ 
H 
i 1 

and 
R=c+B” 

e=R sin (at-ET) 

------------ _.-------.-. -- - _- - -..._-. -_--_.-_. .-..__.. I 



APPENDIX B 

DETERMINATION OF STABLE SIDE OF STABILITY BOUNDARY OBTAINED BY FREQUENCY-RESPONSE METHOD 

It is shown in the body of this report that a critical value 
of the control gearing exists if at some frequency w the values 
of e, and eg are equal and that the value of the critical control 
gearing is equal to Br/& at that frequency. It will now bc 
shown that the stable side of the stability boundary may be 
determined by the relative slopes of the e, and ep curves at 
the point where E~=Q,. 

As shown in reference 2, the response of an airplane to any 
disturbance may be computed from the “response function.” 
The response to a sinusoidal disturbance is obtained by sub- 
stituting iw for the variable D in the rcsponsc func.tion. 
The response functions for the airplane and autopilot may 
be combined to form the stability equation of the airplauc 
plus autopilot as follows: 

Let e=fi(D)s bc the airplane response function and 
s=rcf,(D)O be the autopilot response function where k is the 
control gearing. Combining the two gives 

6 = kfz (o)f 1 (Q 6 
01‘ 

l-kfdD)fiCD)=O 

By substituting f (D) =fi(D)f2(D) this cquat,iou mn.y be writ- 
tell as 

l-kf(D)=O 

This is the “stability cquat,ion,” the rook of whit,11 for the 
variable D dctcrmiue the tlampiug and frc>queucy of the 
motion. The frequency rc~+onsrs are obtainctl from the 
response functions by USC of the following: 

fi(iw) =6a,ei’p 

Then a dynamic-stability boundary exists if 1 -icf(iw) =0 
for some value of w, say w,,. It follows from the definition 
of ji and fi that this dynamic-stability boundary occurs when 

and 
e,--E,=O 

k+ =k,, 
PI 

at some value of w=w~,. Under these conditions, equation 
(Bl) has a pair of roots D= f iw,, when k has the value given. 

In order to find the stable side of the boundary, it is neces- 

sary to find the sign of the real part of $f at the boundary. 

From equation (Bl) 
(ID f(D) 
&k=-kj’(D) 

This equation must bo evaluated when D=io,,. At this 

value of W, f(io,,) =i-. In general, 
CT 

and 

dD . is negative, the real part of dk 1s positive. 

As k increases above the critical value, therefore, the roots 
of the stability equation indicate instability; that is, if 

then the stable region is located where k is less than Iccr and 
vice versa. 
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Positive directions of axes and angles (forces and moments) are shown by arrows 

Axis 

Designation 

Force 
(parallel 

Moment about axis 

sm- ‘to axis) 
W 

Sym- Positive symbol Designation bol divection 

Angle Velocities 

Linear 
ppT&T- Sym- (compo- 

bol nen;xT;;qg Angular. : -. 

-- - 

Longitudinal ________ X X 
Lateral ____.___________ Y 

Rolling _______ L Y-Z Roll _________ 4 u P 

5 
Pitching.--.-- M z-x Pitch------ B V 

Normal _______________ Z 
4 

Yawing.-.-- N X-Y Yaw _._______ $ W T 

Absolute coefficients of moment 
Or A- 

@j’ 
(roll&d 

a=$ 
(pitching) (yaw%) 

Angle of set of control surface (relative to neutral 
position), 6. (Indicate surface by proper subscrint,J 

4. PROPELLER’SYMBOLS 

B Diameter 

i/D 
Geotietric pitch 
Pitch ratio 

V’ Inflow velocity 
V, Slipstream velocity 
T Thrust, absolute coefficient I$=---$ 

,,g. ,I Torwe, absolute coeflicient CQ=--&. 

P Power, absolute coefficient C~=-$ 

0, Speed-power coefficient= 
. 

v Efficiency 
n Revolutions per second, rps 

cp Effective helix angle= tan-’ , : ,, .- _, . . . . . ._ ~I,- .” . 

6. NUMERICAL RELATIONS 

1 hp=76.04 kg-m/s=550 ft-lb/sea 1 lb=O.4536 kg 
1 metric horsepower=0.9863 hp 1 kg=2.2046 lb 
1 mph=O.4470 mps 1 mi= 1,609.35 m=5,280 f6 
I mps=2.2369 mph 1 m=3.2808 ft 

+ 
: *’ 


